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2 WAGO-I/O-SYSTEM 750750-600 End Module

ManualVersion 1.1.0

2011 by WAGO Kontakttechnik GmbH & Co. KGAll rights
reserved.

WAGO Kontakttechnik GmbH & Co. KG

Hansastrae 27D-32423 Minden

Phone: +49 (0) 571/8 87 0Fax: +49 (0) 571/8 87 1 69

E-Mail: [email protected]

Web: http://www.wago.com

Technical Support

Phone: +49 (0) 571/8 87 5 55Fax: +49 (0) 571/8 87 85 55

E-Mail: [email protected]

Every conceivable measure has been taken to ensure the accuracy
andcompleteness of this documentation. However, as errors can never
be fullyexcluded, we always appreciate any information or
suggestions for improving thedocumentation.

E-Mail: [email protected]

We wish to point out that the software and hardware terms as
well as thetrademarks of companies used and/or mentioned in the
present manual aregenerally protected by trademark or patent.
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@1

Table of Contents

1 Notes about this
Documentation.................................................................
5

1.1 Validity of this
Documentation.................................................................
5

1.2
Copyright...................................................................................................
51.3
Symbols.....................................................................................................
61.4 Number
Notation.......................................................................................
81.5 Font Conventions
......................................................................................
8

2 Important Notes
...........................................................................................
9

2.1 Legal Bases
...............................................................................................
92.1.1 Subject to Changes
...............................................................................
92.1.2 Personnel
Qualifications.......................................................................
92.1.3 Use of the 750 Series in Compliance with Underlying
Provisions ...... 92.1.4 Technical Condition of Specified
Devices......................................... 10

2.2 Safety Advice
(Precautions)....................................................................
113 Device Description
.....................................................................................
13

3.1
View........................................................................................................
133.2
Connectors...............................................................................................
143.2.1 Data Contacts/Internal
Bus.................................................................
143.2.2 Power Contacts/Field Supply
.............................................................
143.2.3 CAGE CLAMPConnections
........................................................... 143.3
Display Elements
....................................................................................
143.4 Operating
Elements.................................................................................
153.5 Technical Data
........................................................................................
16

3.5.1 Device data
.........................................................................................
163.6 Approvals
................................................................................................
173.7 Standards and
Guidelines........................................................................
18

4 Assembly
.....................................................................................................
19

4.1 Assembly Sequence
................................................................................
194.2 Inserting and Removing Devices
............................................................
204.2.1 Inserting I/O Module
..........................................................................
204.2.2 Removing the I/O
Module..................................................................
21

5 Use in Hazardous
Environments..............................................................
22

5.1 Identification
...........................................................................................
235.1.1 For Europe according to CENELEC and
IEC.................................... 235.1.2 For America
according to NEC
500................................................... 265.2
Installation
Regulations...........................................................................
275.2.1 Special Conditions for Safe Operation of the ATEX and IEC
Ex (acc.

DEMKO 08 ATEX 142851X and IECEx PTB 07.0064)...................
285.2.2 Special conditions for safe use (ATEX Certificate TV 07
ATEX

554086
X)...........................................................................................
295.2.3 Special conditions for safe use (IEC-Ex Certificate TUN
09.0001 X)305.2.4 ANSI/ISA 12.12.01
............................................................................
31

List of Figures
......................................................................................................
32

List of
Tables........................................................................................................
33

ManualVersion 1.1.0


	
8/12/2019 650-700 End Module

4/34

4 Table of Contents WAGO-I/O-SYSTEM 750750-600 End Module

ManualVersion 1.1.0

=== Endeder Listefr TextmarkeVerzeichnis_vorne===


	
8/12/2019 650-700 End Module

5/34

WAGO-I/O-SYSTEM 750 Notes about this Documentation 5750-600 End
ModulePo

s: 7/AlleSerien(AllgemeineModule)/berschriftenfr
alleSerien/Hinweisezur Dokumentation-
berschrift1@4\mod_1237987661750_21.doc @29029@1@1

1 Notes about this DocumentationPo

s: 8/AlleSerien(AllgemeineModule)/Hinweisezur
Dokumentation/Hinweis:
Dokumentationaufbewahren@4\mod_1237987339812_21.doc @29026@ @1

Keep this documentation!The operating instructions are part of
the product and shall be kept for the entirelifetime of the device.
They shall be transferred to each subsequent owner or userof the
device. Care must also be taken to ensure that any supplement to
theseinstructions are included, if applicable.

s: 9/Serie750(WAGO-I/O-SYSTEM)/Hinweisezur
Dokumentation/GltigkeitsbereichDokumentationBusklemme750-xxxx,
ohneVariantenangabe@4\mod_1237986650812_21.doc @29020@2@1Po

1.1 Validi ty of this Documentation

This documentation is only applicable to the I/O module
750-600(End Module) of the WAGO-I/O-SYSTEM 750 series.

Po

s: 10/Serie750(WAGO-I/O-SYSTEM)/Hinweisezur
Dokumentation/Hinweise/Achtung: Hinweiszur
DokumentationBusklemmen750-xxxx@4\mod_1237986979656_21.doc @ 29023@
@1

The I/O module 750-600 shall only be installed and operated
according to theinstructions in this manual and in the manual for
the used fieldbuscoupler/controller.

Consider power layout of the WAGO-I/O-SYSTEM 750!

In addition to these operating instructions, you will also need
the manual for theused fieldbus coupler/controller, which can be
downloaded at www.wago.com.There, you can obtain important
information including information on electrical

isolation, system power and supply specifications.s:
11.1/AlleSerien(AllgemeineModule)/Hinweisezur
Dokumentation/Urheberschutzausfhrlich@4\mod_1235565145234_21.doc
@27691@2@1Po

1.2 Copyright

This Manual, including all figures and illustrations, is
copyright-protected. Anyfurther use of this Manual by third parties
that violate pertinent copyright

provisions is prohibited. Reproduction, translation, electronic
and phototechnicalfiling/archiving (e.g., photocopying) as well as
any amendments require thewritten consent of WAGO Kontakttechnik
GmbH & Co. KG, Minden, Germany.

Non-observance will involve the right to assert damage
claims.Po

s:
11.2/Dokumentationallgemein/Gliederungselemente/---Seitenwechsel---
@3\mod_1221108045078_0.doc @21810@ @1

ManualVersion 1.1.0
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6 Notes about this Documentation WAGO-I/O-SYSTEM 750750-600 End
Module

s: 11.3/AlleSerien(AllgemeineModule)/Hinweisezur
Dokumentation/Symbole@3\mod_1217394197593_21.doc @21010@2@1Po

1.3 Symbols

Personal Injury!Indicates a high-risk, imminently hazardous
situation which, if not avoided, willresult in death or serious
injury.

Personal Injury Caused by Electric Current!

Indicates a high-risk, imminently hazardous situation which, if
not avoided, willresult in death or serious injury.

Personal Injury!

Indicates a moderate-risk, potentially hazardous situation
which, if not avoided,could result in death or serious injury.

Personal Injury!

Indicates a low-risk, potentially hazardous situation which, if
not avoided, mayresult in minor or moderate injury.

Damage to Property!

Indicates a potentially hazardous situation which, if not
avoided, may result indamage to property.

Damage to Property Caused by Electrostatic Discharge (ESD)!

Indicates a potentially hazardous situation which, if not
avoided, may result in

damage to property.

Important Note!

Indicates a potential malfunction which, if not avoided,
however, will not result indamage to property.

ManualVersion 1.1.0
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WAGO-I/O-SYSTEM 750 Notes about this Documentation 7750-600 End
Module

Additional Information:

Refers to additional information which is not an integral part
of thisdocumentation (e.g., the Internet).

s:
11.4/Dokumentationallgemein/Gliederungselemente/---Seitenwechsel---
@3\mod_1221108045078_0.doc @21810@ @1Po
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8 Notes about this Documentation WAGO-I/O-SYSTEM 750750-600 End
Module

s: 11.5/AlleSerien(AllgemeineModule)/Hinweisezur
Dokumentation/Zahlensysteme@3\mod_1221059454015_21.doc
@21711@2@1Po

1.4 Number Notation

Table 1: Number Notation

Number code Example Note

Decimal 100 Normal notationHexadecimal 0x64 C notationBinary
'100'

'0110.0100'In quotation marks, nibble separated withdots (.)

Po

s: 11.6/AlleSerien(AllgemeineModule)/Hinweisezur
Dokumentation/Schriftkonventionen@3\mod_1221059521437_21.doc @21714
@2@ 1

1.5 Font Conventions

Table 2: Font Conventions

Font type Indicates

italic Names of paths and data files are marked in
italic-type.e.g.: C:\Programme\WAGO-I/O-CHECKMenu Menu items are
marked in bold letters.

e.g.: Save

> A greater-than sign between two names means the selection
of amenu item from a menu.e.g.: File>New

Input Designation of input or optional fields are marked in bold
letters,e.g.: Start of measurement range

Value Input or selective values are marked in inverted
commas.

e.g.: Enter the value 4 mA under Start of measurement
range.[Button] Pushbuttons in dialog boxes are marked with bold
letters in squarebrackets.e.g.: [Input]

[Key] Keys are marked with bold letters in square brackets.e.g.:
[F5]

Po

s:
12/Dokumentationallgemein/Gliederungselemente/---Seitenwechsel---
@3\mod_1221108045078_0.doc @21810@ @1

ManualVersion 1.1.0
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WAGO-I/O-SYSTEM 750 Important Notes 9750-600 End Module

s: 13/AlleSerien(AllgemeineModule)/berschriftenfr
alleSerien/WichtigeErluterungen-
berschrift1@4\mod_1241428899156_21.doc @32170@1@1Po

2 Important NotesPo

s:
14.1/AlleSerien(AllgemeineModule)/WichtigeErluterungen/EinleitungWichtigeErluterungen@3\mod_1221059818031_21.doc
@21717@ @1

This section includes an overall summary of the most important
safetyrequirements and notes that are mentioned in each individual
section. To protect

your health and prevent damage to devices as well, it is
imperative to read andcarefully follow the safety guidelines.Po

s: 14.2/AlleSerien(AllgemeineModule)/berschriftenfr
alleSerien/RechtlicheGrundlagen-
berschrift2@3\mod_1221060626343_21.doc @ 21726@2@1

2.1 Legal BasesPo

s:
14.3/AlleSerien(AllgemeineModule)/WichtigeErluterungen/nderungsvorbehalt@3\mod_1221060036484_21.doc
@21720@3@1

2.1.1 Subject to Changes

WAGO Kontakttechnik GmbH & Co. KG reserves the right to
provide for anyalterations or modifications that serve to increase
the efficiency of technical

progress. WAGO Kontakttechnik GmbH & Co. KG owns all rights
arising from

the granting of patents or from the legal protection of utility
patents. Third-partyproducts are always mentioned without any
reference to patent rights. Thus, theexistence of such rights
cannot be excluded.

Po

s:
14.4/Serie750(WAGO-I/O-SYSTEM)/WichtigeErluterungen/Personalqualifikation750-xxxx@3\mod_1224061208046_21.doc
@24063@3@1

2.1.2 Personnel Qualifications

All sequences implemented on Series 750 devices may only be
carried out byelectrical specialists with sufficient knowledge in
automation. The specialistsmust be familiar with the current norms
and guidelines for the devices andautomated environments.

All changes to the coupler or controller should always be
carried out by qualifiedpersonnel with sufficient skills in PLC
programming.

Po

s:
14.5/Serie750(WAGO-I/O-SYSTEM)/WichtigeErluterungen/BestimmungsgemeVerwendung750-xxxx@3\mod_1224064151234_21.doc
@24070@3@ 1

2.1.3 Use of the 750 Series in Compl iance with
UnderlyingProvisions

Couplers, controllers and I/O modules found in the modular
WAGO-I/O-SYSTEM 750 receive digital and analog signals from sensors
and transmit themto the actuators or higher-level control systems.
Using programmable controllers,the signals can also be
(pre-)processed.

The components have been developed for use in an environment
that meets theIP20 protection class criteria. Protection against
finger injury and solid impuritiesup to 12.5 mm diameter is
assured; protection against water damage is notensured. Unless
otherwise specified, operation of the components in wet anddusty
environments is prohibited.

Operating 750 Series components in home applications without
further measuresis only permitted if they meet the emission limits
(emissions of interference)according to EN 61000-6-3. You will find
the relevant information in the sectionon "WAGO-I/O-SYSTEM
750""System Description""Technical Data" in

the manual for the used fieldbus coupler/controller.

ManualVersion 1.1.0
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10 Important Notes WAGO-I/O-SYSTEM 750750-600 End Module

Appropriate housing (per 94/9/EG) is required when operating the
WAGO-I/O-SYSTEM 750 in hazardous environments. Please note that a
prototype testcertificate must be obtained that confirms the
correct installation of the system ina housing or switch
cabinet.

Po

s:
14.6/AlleSerien(AllgemeineModule)/WichtigeErluterungen/Technischer
Zustandder Gerte@3\mod_1221060446109_21.doc @ 21723@3@1

2.1.4 Technical Condition of Specified Devices

The components to be supplied Ex Works, are equipped with
hardware andsoftware configurations, which meet the individual
application requirements.WAGO Kontakttechnik GmbH & Co. KG will
be exempted from any liability incase of changes in hardware or
software as well as to non-compliant usage ofcomponents.

Please send your request for modified and new hardware or
softwareconfigurations directly to WAGO Kontakttechnik GmbH &
Co. KG.

Po

s:
14.7/Dokumentationallgemein/Gliederungselemente/---Seitenwechsel---
@3\mod_1221108045078_0.doc @21810@ @1

ManualVersion 1.1.0
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WAGO-I/O-SYSTEM 750 Important Notes 11750-600 End Module

s: 14.8/AlleSerien(AllgemeineModule)/berschriftenfr
alleSerien/Sicherheitshinweise-
berschrift2@6\mod_1260180299987_21.doc @ 46724@2@1Po

2.2 Safety Advice (Precautions)Po

s:
14.9/AlleSerien(AllgemeineModule)/WichtigeErluterungen/Sicherheitshinweise/EinleitungSicherheitshinweiseHardware@6\mod_1260180170493_21.doc
@46720@ @1

For installing and operating purposes of the relevant device to
your system thefollowing safety precautions shall be observed:

Po

s:
14.10.1/AlleSerien(AllgemeineModule)/WichtigeErluterungen/Sicherheitshinweise/Gefahr/Gefahr:
NichtanGertenunter Spannungarbeiten! @6\mod_1260180365327_21.doc
@46727@ @1

Do not work on components while energized!

All power sources to the device shall be switched off prior to
performing anyinstallation, repair or maintenance work.

s:
14.10.2/Serie750(WAGO-I/O-SYSTEM)/WichtigeErluterungen/Sicherheitshinweise/Gefahr/Gefahr:
Einbau0750-xxxxnur inGehusen, Schrnkenoder
elektrischenBetriebsrumen! @ 6\mod_1260180556692_21.doc @46731@
@1Po

Installation only in appropriate housings, cabinets or in
electrical operation

rooms!

The WAGO-I/O-SYSTEM 750 and its components are an open system.
As such,install the system and its components exclusively in
appropriate housings,cabinets or in electrical operation rooms.
Allow access to such equipment andfixtures to authorized, qualified
staff only by means of specific keys or tools.

s:
14.10.3/AlleSerien(AllgemeineModule)/WichtigeErluterungen/Sicherheitshinweise/Gefahr/Gefahr:
Unfallverhtungsvorschriftenbeachten! @6\mod_1260180657000_21.doc
@46735@ @1Po

s:
14.10.4/AlleSerien(AllgemeineModule)/WichtigeErluterungen/Sicherheitshinweise/Gefahr/Gefahr:
Auf normgerechtenAschlussachten! @6\mod_1260180753479_21.doc
@46739@ @1Po

n

s:
14.11.1/AlleSerien(AllgemeineModule)/WichtigeErluterungen/Sicherheitshinweise/Achtung/Achtung:
Defekteoder beschdigteGerteaustauschen! @
6\mod_1260180857358_21.doc @46743@ @1Po

Replace defective or damaged devices!

Replace defective or damaged device/module (e.g., in the event
of deformedcontacts), since the long-term functionality of
device/module involved can nolonger be ensured.

s:
14.11.2/AlleSerien(AllgemeineModule)/WichtigeErluterungen/Sicherheitshinweise/Achtung/Achtung:
Gertevor kriechendenundisolierendenStoffenschtzen!
@6\mod_1260181036216_21.doc @46747@ @1Po

Protect the components against materials having seeping and
insulating

properties!

The components are not resistant to materials having seeping and
insulatingproperties such as: aerosols, silicones and triglycerides
(found in some handcreams). If you cannot exclude that such
materials will appear in the componentenvironment, then install the
components in an enclosure being resistant to the

above-mentioned materials. Clean tools and materials are
imperative for handlingdevices/modules.

s:
14.11.3/AlleSerien(AllgemeineModule)/WichtigeErluterungen/Sicherheitshinweise/Achtung/Achtung:
Reinigungnur mitzulssigenMaterialien! @6\mod_1260181203293_21.doc
@46751@ @1Po

Cleaning only with permitted materials!

Clean soiled contacts using oil-free compressed air or with
ethyl alcohol andleather cloths.


11.4/AlleSerien(AllgemeineModule)/WichtigeErluterungen/Sicherheitshinweise/Achtung/Achtung:
KeinKontaktspray verwenden! @6\mod_1260181290808_21.doc @46755@
@1Pos: 14.

ManualVersion 1.1.0
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12 Important Notes WAGO-I/O-SYSTEM 750750-600 End Module

Do not use any contact spray!

Do not use any contact spray. The spray may impair contact area
functionality inconnection with contamination.

s:
14.11.5/AlleSerien(AllgemeineModule)/WichtigeErluterungen/Sicherheitshinweise/Achtung/Achtung:
Verpolungvermeiden! @6\mod_1260184045744_21.doc @46767@ @1Po

Do not reverse the polarity of connection lines!

Avoid reverse polarity of data and power supply lines, as this
may damage thedevices involved.

s:
14.11.6/AlleSerien(AllgemeineModule)/WichtigeErluterungen/Sicherheitshinweise/Achtung/Achtung:
ElektrostatischeEntladungvermeiden! @6\mod_1260181364729_21.doc
@46759@ @1Po

Avoid electrostatic discharge!

The devices are equipped with electronic components that you may
destroy byelectrostatic discharge when you touch. Pay attention
while handling the devicesto good grounding of the environment
(persons, job and packing).

s:
15/Dokumentationallgemein/Gliederungselemente/---Seitenwechsel---
@3\mod_1221108045078_0.doc @21810@ @1Po

ManualVersion 1.1.0
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WAGO-I/O-SYSTEM 750 Device Description 13750-600 End Module

s: 16/AlleSerien(AllgemeineModule)/berschriftenfr
alleSerien/Gertebeschreibung-
berschrift1@3\mod_1233756084656_21.doc @ 27096@1@1Po

3 Device Descr ipt ionPo

s:
17.1/Serie750(WAGO-I/O-SYSTEM)/Gertebeschreibung/Beschreibung/Anwendung/SY/Anwendung750-0600@5\mod_1247558602810_21.doc
@37354@ @1

The module 750-600 (End Module)is used to terminate the internal
bus of afieldbus node. This module completes the internal data
circuit and ensures correct

data flow.Po

s:
17.2/Serie750(WAGO-I/O-SYSTEM)/Gertebeschreibung/Beschreibung/Anwendung/Hinweise/Hinweis:
Busabschlussnichtvergessen@4\mod_1236322275218_21.doc @28071@
@1

Always use end modul!

Place the end module at the end of a field bus node.The end
module must be used with all field bus coupler/controller of the
WAGO-I/O-SYSTEM 750 to ensure correct data flow!

Po

s: 18/AlleSerien(AllgemeineModule)/berschriftenfr
alleSerien/Ansicht- berschrift2@4\mod_1240984217343_21.doc
@31958@2@1

3.1 ViewPo

s:
19/Serie750(WAGO-I/O-SYSTEM)/Gertebeschreibung/Ansicht/Systemklemmen/Ansicht750-0600@4\mod_1236330521156_21.doc
@28083@ @1

C

D

B

A

750-600

C

D

B

A

750-600

1

3

2

Figure 1: View

Table 3: Caption acc. to figure View

No. Designation Description Details see chapter

1 --- Marking possibility withMini-WSB

---

2 --- Release clipAssembly > Insert andremove device

3 --- Data contactsDevice description >Connections

Po

s:
20/Dokumentationallgemein/Gliederungselemente/---Seitenwechsel---
@3\mod_1221108045078_0.doc @21810@ @1
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14 Device Description WAGO-I/O-SYSTEM 750750-600 End Module

s: 21/AlleSerien(AllgemeineModule)/berschriftenfr
alleSerien/Anschlsse- berschrift2@4\mod_1240984262656_21.doc
@31961@2@ 1Po

3.2 ConnectorsPo

s:
22/Serie750(WAGO-I/O-SYSTEM)/Gertebeschreibung/Anschlsse/Datenkontakte/Klemmenbus-
berschrift3@6\mod_1256294684083_21.doc @43660@3@ 1

3.2.1 Data Contacts/Internal BusPo

s:
23.1/Serie750(WAGO-I/O-SYSTEM)/Gertebeschreibung/Anschlsse/Datenkontakte@3\mod_1231771259187_21.doc
@26002@ @1

Communication between the coupler/controller and the bus modules
as well as thesystem supply of the bus modules is carried out via
the internal bus. It iscomprised of 6 data contacts, which are
available as self-cleaning gold springcontacts.

Figure 2: Data contacts

Po

s:
23.2/Serie750(WAGO-I/O-SYSTEM)/WichtigeErluterungen/Sicherheitshinweise/Achtung/Achtung:
Busklemmennichtauf Goldfederkontaktelegen!
@7\mod_1266318463636_21.doc @ 50695@ @1

Do not place the I/O modules on the gold spring contacts!

Do not place the I/O modules on the gold spring contacts in
order to avoid soilingor scratching!

s:
23.3/Serie750(WAGO-I/O-SYSTEM)/WichtigeErluterungen/Sicherheitshinweise/Achtung/Achtung:
ESD- AufguteErdungder Umgebungachten! @ 7\mod_1266318538667_21.doc
@50708@ @1Po

Ensure that the environment is well grounded!

The modules are equipped with electronic components that may be
destroyed byelectrostatic discharge. When handling the modules,
ensure that the environment(persons, workplace and packing) is well
grounded. Avoid touching conductivecomponents, e.g. data
contacts.

s:
24/Serie750(WAGO-I/O-SYSTEM)/Gertebeschreibung/Anschlsse/Leistungskontakte/Feldversorgung-
berschrift3@6\mod_1256294692864_21.doc @43664@3@1Po

3.2.2 Power Contacts/Field SupplyPo

s:
25/Serie750(WAGO-I/O-SYSTEM)/Gertebeschreibung/Anschlsse/Leistungskontakte750-xxxxnichtvorhanden@8\mod_1281073936319_21.doc
@62530@ @1

The I/O module 750-600 has no power jumper contacts.Po

s:
26/Serie750(WAGO-I/O-SYSTEM)/Gertebeschreibung/Anschlsse/CAGECLAMP-Anschlsse-
berschrift3@6\mod_1256296337770_21.doc @43674@3@1

3.2.3 CAGE CLAMPConnectionsen@4\mod_1236322132093_21.doc @28067@
@1

The I/O module 750-600 has no CAGE CLAMPconnections.Po

s:
27/Serie750(WAGO-I/O-SYSTEM)/Gertebeschreibung/Anschlsse/CAGECLAMP-Anschlsse750-xxxxnichtvorhand

Po

s: 28/AlleSerien(AllgemeineModule)/berschriftenfr
alleSerien/Anzeigeelemente- berschrift2@ 4\mod_1240984390875_21.doc
@31964@2@ 1

3.3 Display ElementsPo

s:
29/Serie750(WAGO-I/O-SYSTEM)/Gertebeschreibung/Anzeigeelemente/Anzeigeelemente750-xxxxnichtvorhanden@4\mod_1236321917062_21.doc
@28060@ @1

The I/O module 750-600 has no display elements.Po

s: 30/AlleSerien(AllgemeineModule)/berschriftenfr
alleSerien/Bedienelemente- berschrift2@4\mod_1239191655456_21.doc
@30439@2@1
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WAGO-I/O-SYSTEM 750 Device Description 15750-600 End Module

3.4 Operating ElementsPo

s:
31/Serie750(WAGO-I/O-SYSTEM)/Gertebeschreibung/Bedienelemente/BedienelementeBusklemme750-xxxxnichtvorhanden@
4\mod_1236322031125_21.doc @28063@ @1

The I/O module 750-600 has no operating elements.Po

s:
32/Dokumentationallgemein/Gliederungselemente/---Seitenwechsel---
@3\mod_1221108045078_0.doc @21810@ @1
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16 Device Description WAGO-I/O-SYSTEM 750750-600 End Module

s: 33/AlleSerien(AllgemeineModule)/berschriftenfr
alleSerien/TechnischeDaten- berschrift2@3\mod_1232967587687_21.doc
@26924@2 @1Po

3.5 Technical DataPo

s:
34/Serie750(WAGO-I/O-SYSTEM)/Gertebeschreibung/TechnischeDaten/Systemklemmen/TechnischeDaten750-0600@5\mod_1247561242170_21.doc
@37372@3@1

3.5.1 Device data

Table 4: Technical data deviceWidth 12 mmHeight (from upper edge
of 35 DIN rail) 64 mmDepth 100 mmWeight ca. 40 g

Po

s:
35/Dokumentationallgemein/Gliederungselemente/---Seitenwechsel---
@3\mod_1221108045078_0.doc @21810@ @1
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WAGO-I/O-SYSTEM 750 Device Description 17750-600 End Module

s: 36/AlleSerien(AllgemeineModule)/berschriftenfr
alleSerien/Zulassungen- berschrift2@3\mod_1224055364109_21.doc
@24030@2@1Po

3.6 ApprovalsPo

s:
37/Serie750(WAGO-I/O-SYSTEM)/Gertebeschreibung/Zulassungen/Information:
WeitereInformationenzuZulassungen750-xxxx@3\mod_1227190967156_21.doc
@25221@ @1

More Information about ApprovalsDetailed references to the
approvals are listed in the document "OverviewApprovals
WAGO-I/O-SYSTEM 750", which you can find on the DVDAUTOMATION Tools
and Docs (Item-No.: 0888-0412) or via the internetunder:
www.wago.comServiceDocumentationWAGO-I/O-SYSTEM750System
Description.

s:
38/Serie750(WAGO-I/O-SYSTEM)/Gertebeschreibung/Zulassungen/ZulassungenBusklemme750-xxxxAllgemein,
ohnPo

eVariantenangabe@4\mod_1237460656921_21.doc @28643@ @1

The following approvals have been granted to 750-600 I/O
modules:Po

s:
39.1/AlleSerien(AllgemeineModule)/Zulassungen/Standardzulassungen/CE(Konformittskennzeichnung)
@3\mod_1224494777421_21.doc @24276@ @1

Conformity Markings:
39.2/AlleSerien(AllgemeineModule)/Zulassungen/Standardzulassungen/cULus(UL508)
@3\mod_1224055013140_0.doc @24020@ @1Po

CULUS(UL508)s:
39.3/Dokumentationallgemein/Gliederungselemente/------Leerzeile------
@3\mod_1224662755687_0.doc @24460@ @Po

1

Po

s:
40/Serie750(WAGO-I/O-SYSTEM)/Gertebeschreibung/Zulassungen/ZulassungenBusklemme750-xxxxEx,
ohneVariantenangabe@4\mod_1237191218000_21.doc @28423@ @1

The following Ex approvals have been granted to 750-600 I/O
modules:Po

s:
41.1/AlleSerien(AllgemeineModule)/Zulassungen/ExZulassungen/TV(07ATEX554086X)
I M2Ex dI II 3GExnA IICT4II 3 DExtDA22
IP6XT135C@9\mod_1291718131887_0.doc @67162@ @1

TV 07 ATEX 554086 X

I M2 Ex d III 3 G Ex nA IIC T4II 3 D Ex tD A22 IP6X T135C

s:
41.2/AlleSerien(AllgemeineModule)/Zulassungen/ExZulassungen/ErgnzungBetriebstemperatur
0C
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LR (Lloyds Register) Env. 1, 2, 3, 4Po

s:
43.7/AlleSerien(AllgemeineModule)/Zulassungen/Schiffszulassungen/NKK(NipponKaiji
Kyokai) @ 3\mod_1224493002656_0.doc @24240@ @1

NKK (Nippon Kaiji Kyokai)

Po

s:
43.8/AlleSerien(AllgemeineModule)/Zulassungen/Schiffszulassungen/PRS(Polski
Rejestr Statkw) @3\mod_1224497273250_0.doc @ 24295@ @1

PRS (Polski Rejestr Statkw)

Po

s:
43.9/AlleSerien(AllgemeineModule)/Zulassungen/Schiffszulassungen/RINA(RegistroItalianoNavale)
@ 3\mod_1224493078359_0.doc @24244@ @1

RINA (Registro Italiano Navale)

@1

Po

s:
43.10/Dokumentationallgemein/Gliederungselemente/------Leerzeile------@3\mod_1224662755687_0.doc
@24460@

Po

s: 44/AlleSerien(AllgemeineModule)/berschriftenfr
alleSerien/NormenundRichtlinien-
berschrift2@4\mod_1242804031875_21.doc @33646@2@1

3.7 Standards and GuidelinesPo

s:
45/Serie750(WAGO-I/O-SYSTEM)/Gertebeschreibung/NormenundRichtlinien/EMV-NormenBusklemme750-xxxx,
ohneVariantenangabe@4\mod_1242803944015_21.doc @33642@ @1

750-600 I/O modules meet the following requirements on emission
and immunityof interference:

Po

s:
46/AlleSerien(AllgemeineModule)/NormenundRichtlinien/EMVCE-StraussendungEN61000-6-4:
2007@4\mod_1242798273984_21.doc @33602@ @1

EMC CE-Immunity to interference acc. to EN 61000-6-4: 2007Po

s:
47/AlleSerien(AllgemeineModule)/NormenundRichtlinien/EMVCE-StrfestigkeitEN61000-6-2:
2005@4\mod_1242797655625_21.doc @33591@ @1

EMC CE-Immunity to interference acc. to EN 61000-6-2: 2005Po

s:
48/AlleSerien(AllgemeineModule)/NormenundRichtlinien/EMVSchiffbau-StraussendungGermanischer
Lloyd(2003) @ 4\mod_1242798400546_21.doc @33606@ @1

EMC marine applications-Emissionof interference acc. to
Germanischer Lloyd (2003)

Po

s:
49/AlleSerien(AllgemeineModule)/NormenundRichtlinien/EMVSchiffbau-StrfestigkeitGermanischer
Lloyd(2003) @ 4\mod_1242798409640_21.doc @33610@ @1

EMC marine applications-Immunityto interference acc. to
Germanischer Lloyd (2003)

Po

s:
50/Dokumentationallgemein/Gliederungselemente/---Seitenwechsel---
@3\mod_1221108045078_0.doc @21810@ @1
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WAGO-I/O-SYSTEM 750 Assembly 19750-600 End Module

s: 51/AlleSerien(AllgemeineModule)/berschriftenfr
alleSerien/Montieren- berschrift1@3\mod_1225446744750_21.doc
@24900@1@1Po

4 AssemblyPo

s:
52.1/Serie750(WAGO-I/O-SYSTEM)/Montieren/Montagereihenfolge@3\mod_1231770210031_21.doc
@25992@2@1

4.1 Assembly Sequence

All system components can be snapped directly on a carrier rail
in accordancewith the European standard EN 50022 (DIN 35).

The reliable positioning and connection is made using a tongue
and groovesystem. Due to the automatic locking, the individual
components are securelyseated on the rail after installation.

Starting with the coupler/controller, the bus modules are
assembled adjacent toeach other according to the project design.
Errors in the design of the node interms of the potential groups
(connection via the power contacts) are recognized,as the bus
modules with power contacts (male contacts) cannot be linked to
bus

modules with fewer power contacts.Po

s:
52.2/Serie750(WAGO-I/O-SYSTEM)/WichtigeErluterungen/Sicherheitshinweise/Vorsicht/Vorsicht:
Verletzungsgefahr durchscharfkantigeMesserkontakte!
@6\mod_1256193279401_21.doc @43414@ @1

Risk of injury due to sharp-edged male contacts!

The male contacts are sharp-edged. Handle the module carefully
to prevent injury.

s:
52.3/Serie750(WAGO-I/O-SYSTEM)/WichtigeErluterungen/Sicherheitshinweise/Achtung/Achtung:
Busklemmeninvorgegebener Reihenfolgestecken!
@6\mod_1256194177073_21.doc @43429@ @1Po

Connect the I/O modules in the required order!

Never plug bus modules from the direction of the end terminal. A
ground wirepower contact, which is inserted into a terminal without
contacts, e.g. a 4-channeldigital input module, has a decreased air
and creepage distance to the neighboringcontact in the example
DI4.

s:
52.4/Serie750(WAGO-I/O-SYSTEM)/WichtigeErluterungen/Sicherheitshinweise/Achtung/Achtung:
AneinanderreihenvonBusklemmennur bei offener Nut!
@6\mod_1256193351448_21.doc @ 43417@ @1Po

Assemble the I/O modules in rows only if the grooves are
open!

Please take into consideration that some bus modules have no or
only a few powerjumper contacts. The design of some modules does
not allow them to bephysically assembled in rows, as the grooves
for the male contacts are closed atthe top.

s:
52.5/Serie750(WAGO-I/O-SYSTEM)/WichtigeErluterungen/Sicherheitshinweise/Hinweis/Hinweis:
Busabschlussnichtvergessen! @6\mod_1256194225557_21.doc @43432@
@1Po

Don't forget the bus end module!

Always plug a bus end module 750-600 onto the end of the
fieldbus node! Youmust always use a bus end module at all fieldbus
nodes with the WAGO I/OSystem 750 fieldbus couplers/controllers to
guarantee proper data transfer.

6/Dokumentationallgemein/Gliederungselemente/---Seitenwechsel---
@3\mod_1221108045078_0.doc @21810@ @1Pos: 52.
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s:
52.7/Serie750(WAGO-I/O-SYSTEM)/Montieren/Gerteeinfgenundentfernen-
berschrift2@3\mod_1231768483250_21.doc @25950@2@1Po

4.2 Inserting and Removing DevicesPo

s:
52.8/Serie750(WAGO-I/O-SYSTEM)/WichtigeErluterungen/Sicherheitshinweise/Gefahr/Gefahr:
Vorsichtbei der UnterbrechungvonFE! @6\mod_1256193919214_21.doc
@43423@ @1

Use caution when interrupting the PE!Make sure that people or
equipment are not placed at risk when removing an I/Omodule and the
associated PE interruption. To prevent interruptions, provide
ringfeeding of the ground conductor, see section "Grounding/Ground
Conductor" inmanual "System Description WAGO-I/O-SYSTEM 750".

s:
52.9/AlleSerien(AllgemeineModule)/WichtigeErluterungen/Sicherheitshinweise/Achtung/Achtung:
ArbeitenanGertennur spannungsfrei durchfhren!
@6\mod_1256193963573_21.doc @ 43426@ @1Po

Perform work on devices only if the system is de-energized!

Working on devices when the system is energized can damage the
devices.Therefore, turn off the power supply before working on the
devices.

s:
52.10/Serie750(WAGO-I/O-SYSTEM)/Montieren/Busklemmeeinfgen@3\mod_1231769726703_21.doc
@25989@3@1Po

4.2.1 Inserting I/O Module

1. Position the I/O module so that the tongue and groove joints
to the fieldbuscoupler/controller or to the previous or possibly
subsequent I/O module areengaged.

Figure 3: Insert I/O module

2. Press the I/O module into the assembly until the I/O module
snaps into the

carrier rail.
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Figure 4: Snap the I/O module into place

With the I/O module snapped in place, the electrical connections
for the datacontacts and power contacts (if any) to the fieldbus
coupler/controller or to the

previous or possibly subsequent I/O module are
established.Po

s:
52.11/Serie750(WAGO-I/O-SYSTEM)/Montieren/Busklemmeentfernen@4\mod_1239169375203_21.doc
@30334@3@1

4.2.2 Removing the I/O Module

1. Remove the I/O module from the assembly by pulling the
release tab.

Figure 5: Removing the I/O module

Electrical connections for data or power contacts are
disconnected when removingthe I/O module.

Po

s:
53/Dokumentationallgemein/Gliederungselemente/---Seitenwechsel---
@3\mod_1221108045078_0.doc @21810@ @1
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22 Use in Hazardous Environments WAGO-I/O-SYSTEM 750750-600 End
Module

s:
54.1/AlleSerien(AllgemeineModule)/EinsatzinEx-Bereichen/EinsatzinexplosionsgefhrdetenBereichen-
berschrift1@ 3\mod_1224075191281_21.doc @24084@1@1Po

5 Use in Hazardous EnvironmentsPo

s:
54.2/Serie750(WAGO-I/O-SYSTEM)/EinsatzinEx-Bereichen/EinsatzbereichSerie750@3\mod_1234272230203_21.doc
@27500@ @1

The WAGO-I/O-SYSTEM 750(electrical equipment) is designed for
use inZone 2 hazardous areas.

The following sections include both the general identification
of components(devices) and the installation regulations to be
observed. The individualsubsections of the "Installation
Regulations" section must be taken into account ifthe I/O module
has the required approval or is subject to the range of
applicationof the ATEX directive.

Po

s:
54.3/Dokumentationallgemein/Gliederungselemente/---Seitenwechsel---
@3\mod_1221108045078_0.doc @21810@ @1
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Module

s:
54.4/Serie750(WAGO-I/O-SYSTEM)/EinsatzinEx-Bereichen/Kennzeichnung-
berschrift2@3\mod_1224157499140_21.doc @ 24182@2@1Po

5.1 IdentificationPo

s:
54.5/Serie750(WAGO-I/O-SYSTEM)/EinsatzinEx-Bereichen/Kennzeichnungfr
EuropagemCENELECundIEC- berschrift3@3\mod_1224157620203_21.doc
@24185@3 @1

5.1.1 For Europe according to CENELEC and IECPo

s:
54.6/Serie750(WAGO-I/O-SYSTEM)/EinsatzinEx-Bereichen/BedruckunggemCENELECundIEC@7\mod_1274340031573_21.doc
@ 56687@ @1

Figure 6: Example for lateral labeling of bus modules

Figure 7: Printing on text detail in accordance with CENELEC and
IEC

Table 5: Description of Printing on

Printing on Text Description

DEMKO 08 ATEX 142851 XIECEx PTB 07.0064X

Approval body and/or number of the examinationcertificate

I M2 / II 3 GD Explosion protection group and Unit categoryEx nA
Type of ignition and extended identificationIIC Explosion
protection group

T4 Temperature class

Po

s:
54.7/Dokumentationallgemein/Gliederungselemente/---Seitenwechsel---
@3\mod_1221108045078_0.doc @21810@ @1
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24 Use in Hazardous Environments WAGO-I/O-SYSTEM 750750-600 End
Module

s:
54.8/Serie750(WAGO-I/O-SYSTEM)/EinsatzinEx-Bereichen/BedruckunggemExi
undIECEx i @ 7\mod_1274338578856_21.doc @ 56679@ @ 1Po

Figure 8: Example of side marking of Ex i and IEC Ex i approved
I/O modules

Figure 9: Inscription text detail acc. CENELEC and IEC
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WAGO-I/O-SYSTEM 750 Use in Hazardous Environments 25750-600 End
Module

Table 6: Description of the inscription

Inscription text Description

TV 07 ATEX 554086 XTUN 09.0001X

Approving authority orcertificate numbers

Dust

II Device group: All except mining3(1)D Device category: Zone 22
device (Zone 20 subunit)Ex Explosion protection marktD Protection
by enclosure[iaD] Approved in accordance with "Dust intrinsic
safety"

standard

A22 Surface temperature determined according toProcedure A, use
in Zone 22

IP6X Dust-tight (totally protected against dust)

T 135C Max. surface temp. of the enclosure (no dust bin)MiningI
Device group: Mining(M2) Device category: High degree of safety[Ex
ia] Explosion protection: Mark with category of type of

protection intrinsic safety: Even safe when twoerrors occur

I Device group: MiningGases

II Device group: All except mining

3(1)G Device category: Zone 2 device (Zone 0 subunit)Ex
Explosion protection marknA Type of protection: Non-sparking
operating

equipment[ia] Category of type of protection intrinsic safety:
Even

safe when two errors occurIIC Explosion GroupT4 Temperature
class: Max. surface temperature 135C

Po

s:
54.9/Dokumentationallgemein/Gliederungselemente/---Seitenwechsel---
@3\mod_1221108045078_0.doc @21810@ @1
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26 Use in Hazardous Environments WAGO-I/O-SYSTEM 750750-600 End
Module

s:
54.10/Serie750(WAGO-I/O-SYSTEM)/EinsatzinEx-Bereichen/Kennzeichnungfr
AmerikagemNEC- berschrift3@3\mod_1224158423187_21.doc
@24188@3@1Po

5.1.2 For America according to NEC 500Po

s:
54.11/Serie750(WAGO-I/O-SYSTEM)/EinsatzinEx-Bereichen/BedruckunggemNEC@7\mod_1274339607920_21.doc
@ 56683@ @1

Figure 10: Example for lateral labeling of bus modules

Figure 11: Printing on text detail in accordance with NEC

Table 7: Description of Printing on

Printing on Text Description

CL 1 Explosion protection group (condition of usecategory)

DIV 2 Area of application (zone)Grp. ABCD Explosion group (gas
group)Optemp code T4 Temperature class

Po

s:
54.12/Dokumentationallgemein/Gliederungselemente/---Seitenwechsel---
@3\mod_1221108045078_0.doc @21810@ @1
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Module

s:
54.13/AlleSerien(AllgemeineModule)/EinsatzinEx-Bereichen/Errichtungsbestimmungen@3\mod_1232453624234_21.doc
@26370@2@1Po

5.2 Installation RegulationsPo

s:
54.14/AlleSerien(AllgemeineModule)/EinsatzinEx-Bereichen/ErrichtungsbestimmungenEinleitung@3\mod_1232453837234_21.doc
@26374@ @1

In the Federal Republic of Germany, various national regulations
for theinstallation in explosive areas must be taken into
consideration. The basis for this

forms the working reliability regulation, which is the national
conversion of theEuropean guideline 99/92/E6. They are complemented
by the installationregulation EN 60079-14. The following are
excerpts from additional VDEregulations:

Table 8: VDE Installation Regulations in Germany

DIN VDE 0100 Installation in power plants with rated voltages up
to 1000 VDIN VDE 0101 Installation in power plants with rated
voltages above 1 kVDIN VDE 0800 Installation and operation in
telecommunication plants including

information processing equipmentDIN VDE 0185 lightning
protection systems

The USAand Canadahave their own regulations. The following are
excerptsfrom these regulations:

Table 9: Installation Regulations in USA and Canada

NFPA 70 National Electrical Code Art. 500 Hazardous
LocationsANSI/ISA-RP 12.6-1987 Recommended PracticeC22.1 Canadian
Electrical Code

Po

s:
54.15/Dokumentationallgemein/Gliederungselemente/------Leerzeile------@3\mod_1224662755687_0.doc
@24460@ @1

Po

s:
54.16/Dokumentationallgemein/Gliederungselemente/------Leerzeile------@3\mod_1224662755687_0.doc
@24460@ @1

Po s:
54.17/Dokumentationallgemein/Gliederungselemente/------Leerzeile------@3\mod_1224662755687_0.doc
@24460@ @1

Po

s:
54.18/Serie750(WAGO-I/O-SYSTEM)/EinsatzinEx-Bereichen/Achtung:
ErrichtungsbestimmungenSerie750beachten@3\mod_1224158893890_21.doc
@24191@ @1

Notice the following points

When using the WAGO-I/O SYSTEM 750(electrical operation) with
Exapproval, the following points are mandatory:

s:
54.19/Dokumentationallgemein/Gliederungselemente/---Seitenwechsel---
@3\mod_1221108045078_0.doc @21810@ @1Po
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28 Use in Hazardous Environments WAGO-I/O-SYSTEM 750750-600 End
Module

s:
54.20/Serie750(WAGO-I/O-SYSTEM)/EinsatzinEx-Bereichen/BesondereBedingungenfr
densicherenATEX- undIEC-Ex-Betriebgem.
DEMKO08ATEX142851X&IECEx@ 7\mod_1274277358920_21.doc
@56642@3@1Po

5.2.1 Special Condi tions for Safe Operation of the ATEX and
IECEx (acc. DEMKO 08 ATEX 142851X and IECEx PTB 07.0064)

The fieldbus-independent I/O modules of the WAGO-I/O-SYSTEMs
750-.../...-...Must be installed in an environment with degree of
pollution 2 or better. In thefinal application, the I/O modules
must be mounted in an enclosure with IP 54degree of protection at a
minimum with the following exceptions:

- I/O modules 750-440, 750-609 and 750-611 must be installed in
an IP 64minimum enclosure.

- I/O module 750-540 must be installed in an IP 64 minimum
enclosure for230 V AC applications.

- I/O module 750-440 may be used up to max. 120 V AC.

When used in the presence of combustible dust, all devices and
the enclosure shallbe fully tested and assessed in compliance with
the requirements of IEC 61241-0:2004 and IEC 61241-1:2004.

I/O modules fieldbus plugs or fuses may only be installed,
added, removed orreplaced when the system and field supply is
switched off or the area exhibits noexplosive atmosphere.

DIP switches, coding switches and potentiometers that are
connected to the I/Omodule may only be operated if an explosive
atmosphere can be ruled out.

I/O module 750-642 may only be used in conjunction with antenna
758-910 witha max. cable length of 2.5 m.

To exceed the rated voltage no more than 40%, the supply
connections must havetransient protection.

The permissible ambient temperature range is 0 C to +55 C.Po

s:
54.21/Dokumentationallgemein/Gliederungselemente/---Seitenwechsel---
@3\mod_1221108045078_0.doc @21810@ @1
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WAGO-I/O-SYSTEM 750 Use in Hazardous Environments 29750-600 End
Module

s:
54.22/Serie750(WAGO-I/O-SYSTEM)/EinsatzinEx-Bereichen/BesondereBedingungenfr
densicherenEx-Betriebgem.
ATEX-ZertifikatTV07ATEX554086X@7\mod_1274277032671_21.doc
@56636@3@1Po

5.2.2 Special conditions for safe use (ATEX Certi ficate TV
07ATEX 554086 X)

1. For use as Gc- or Dc-apparatus (in zone 2 or 22) the fieldbus
independentI/O modules WAGO-I/O-SYSTEM 750-*** shall be erected in
an enclosurethat fulfils the requirements of the applicable
standards (see the marking)EN 60079-0, EN 60079-11, EN 60079-15, EN
61241-0 and EN 61241-1.For use as group I, electrical apparatus M2,
the apparatus shall be erected inan enclosure that ensures a
sufficient protection according to EN 60079-0and EN 60079-1 and the
degree of protection IP64. The compliance of theserequirements and
the correct installation into an enclosure or a controlcabinet of
the devices shall be certified by an ExNB.

2. If the interface circuits are operated without the fieldbus
coupler station type750-3../- (DEMKO 08 ATEX 142851 X) measures
must be taken

outside of the device so that the rating voltage is not being
exceeded ofmore than 40% because of transient disturbances.

3. DIP-switches, binary-switches and potentiometers, connected
to the modulemay only be actuated when explosive atmosphere can be
excluded.

4. The connecting and disconnecting of the non-intrinsically
safe circuits isonly permitted during installation, for maintenance
or for repair purposes.The temporal coincidence of explosion
hazardous atmosphere andinstallation, maintenance resp. repair
purposes shall be excluded.

5. For the types 750-606, 750-625/000-001, 750-487/003-000,
750-484 thefollowing shall be considered: The interface circuits
shall be limited toovervoltage category I/II/III (non mains/mains
circuits) as defined in IEC60664-1.

6. For the type 750-601 the following shall be considered: Do
not remove orreplace the fuse when the apparatus is energized.

7. The ambient temperature range is: 0C Ta+55C (for extended
detailsplease note certificate).
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5.2.3 Special conditions for safe use (IEC-Ex Certi ficate
TUN09.0001 X)

1. For use as Dc- or Gc-apparatus (in zone 2 or 22) the fieldbus
independentI/O modules WAGO-I/O-SYSTEM 750-*** shall be erected in
an enclosurethat fulfils the requirements of the applicable
standards (see the marking)IEC 60079-0, IEC 60079-11, IEC 60079-15,
IEC 61241-0 and IEC 61241-1.For use as group I, electrical
apparatus M2, the apparatus shall be erected inan enclosure that
ensures a sufficient protection according to IEC 60079-0and IEC
60079-1 and the degree of protection IP64. The compliance ofthese
requirements and the correct installation into an enclosure or a
controlcabinet of the devices shall be certified by an ExCB.

2. Measures have to be taken outside of the device that the
rating voltage is notbeing exceeded of more than 40% because of
transient disturbances.

3. DIP-switches, binary-switches and potentiometers, connected
to the modulemay only be actuated when explosive atmosphere can be
excluded.

4. The connecting and disconnecting of the non-intrinsically
safe circuits isonly permitted during installation, for maintenance
or for repair purposes.The temporal coincidence of explosion
hazardous atmosphere andinstallation, maintenance resp. repair
purposes shall be excluded.

5. For the types 750-606, 750-625/000-001, 750-487/003-000,
750-484 thefollowing shall be considered: The interface circuits
shall be limited toovervoltage category I/II/III (non mains/mains
circuits) as defined in IEC60664-1.

6. For the type 750-601 the following shall be considered: Do
not remove orreplace the fuse when the apparatus is energized.

7. The ambient temperature range is: 0C Ta+55C (for extended
detailsplease note certificate).
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5.2.4 ANSI/ISA 12.12.01

This equipment is suitable for use in Class I, Division 2,
Groups A, B, C, D ornon-hazardous locations only.

NOTIExplosion hazard!

Explosion hazard - substitution of components may impair
suitability for Class I,Div. 2.

NOTIDisconnect device when power is off and only in a
non-hazardous area!

Do not disconnect equipment unless power has been switched off
or the area isknown to be non-hazardous.

When a fuse is provided, the following marking shall be
provided:A switch suitable for the location where the equipment is
installed shall be

provided to remove the power from the fuse.The switch need not
be integrated in the equipment.

For devices with Ethernet connectors:Only for use in LAN, not
for connection to telecommunication circuits.

NOTIUse only with antenna module 758-910!

Use Module 750-642 only with antenna module 758-910.
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Additional Information

Proof of certification is available on request. Also take note
of the informationgiven on the module technical information sheet.
The Instruction Manual,containing these special conditions for safe
use, must be readily available to theuser.
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